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Single Turn S Type (PL) 2 Pin

Compact S fluorescent lamps are
commonly used in commercial and
domestic luminaires such as downlights,
bulkheads and other suitable applications.

¢ 10,000 hour life

¢ 2700K warm white, 3500K white or
4000K cool white colour options

* 85/1B colour rendering index/group

¢ SPECTRA-PLUS Triphosphor coated for
excellent colour rendering, high output
and longer life

* Separate ballast/control gear required
¢ Not suitable for dimming

Product Code Watts  Volts Cap Colour Colour  Total Dimensions Energy Order
(W) (V) Appearance Temp Lumens (mm) Rating  Qty
(K) (im) bia  H
Single Carton
CLS5SWW 5 240 G232 Pin Warm White 3000 265 32 105 10
CLS5SW 5 240 G232 Pin White 3500 265 32 105 10
CLS5SCW 5 240 G232 Pin Cool White 4000 265 32 105 10
CLS7SWW 7 240 G232 Pin Warm White 3000 400 32 135 10
CLS7SW 7 240 G232 Pin White 3500 400 32 135 10
CLS7SCW 7 240 G232 Pin Cool White 4000 400 32 135 10
CLS9SWW 9 240 G232 Pin Warm White 3000 600 32 164 10
CLS9SW 9 240 G232 Pin White 3500 600 32 164 10
CLS9SCW 9 240 G232 Pin Cool White 4000 600 32 164 10
CLS11SWW 1 240 G232 Pin Warm White 3000 905 32 233 10
CLS11SW 1 240 G232 Pin White 3500 905 32 233 10
CLS11SCW 1 240 G232 Pin Cool White 4000 905 32 233 10
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